
UMB202 - 4K VIDEO BAR SYSTEM FOR MICROSOFT TEAMS ROOMS

Key Features

Product Description

The ViewSonic®  UMB202 is  a  Microsoft  Teams Rooms certified* video bar  system perfect  for  medium to large-sized conference rooms and
boardrooms. With 4K Ultra HD resolution and a 120° super wide-angle lens, the UMB202 captures everyone in a meeting room with stunning clarity.
Voice-tracking technology, combined with 5x digital zoom, ensures that the speaker is always on camera. In addition, 8W + 3W speakers and a six-
microphone array with noise and echo cancellation technologies ensure that  everyone on your call  feels  as if  they are in  the room with you.  Plug-
and-play connectivity  with ViewSonic ViewBoard® interactive displays and commercial  displays make setup quick and easy.
*Certification  for  Microsoft  Teams  pending  -  expected  completion  by  second  quarter,  2024.

Specifications

More Information

UPC 766907026016

Regulations CE, FCC, IC ID, FCC ID, LVD, CA65, TSCA, RoHS

Package Contents USB Type-C cable (1.8m), Remote Control, Power adapter, Wall mount components, Screws, Quick Start
Guide (QSG), Compliance statement

USB 3.0 Type C 1

Audio Out 1 (3.5mm)

System Compatibility Windows 7/8.1/10/11 or higher, macOS® 10.10 or higher, Google Chromebook™ Version 29.0.1547.70 or
higher, Android

Software Compatibility Microsoft Teams, Zoom, Google Meet, Google Hangouts, Cisco WebEx, RingCentral and many more



Voltage 12V

Consumption 10W

Capacity Storage 128GB SATA SSD (M.2-2280 SATA3 up to 6Gb/s)

Maximum Sound Pressure 80dB SPL@1m

Signal to Noise Ratio >75dB

Frequency Range 150Hz ~ 18kHz

Audio features Noise Reduction, Echo Cancellation, Anti-Reverberation, Built-in AGC Algorithm

Microphone array 6 microphones

Microphone Frequency 100Hz ~ 7.5kHz

Microphone Voice Pickup Range 26.24 ft. (8m)

Motion Sensor PIR x1 (Support 24/7 continuous working when screen is off)

Pixels 12M

Zoom 5x digital zoom

Field of View (FOV) 120° (DFOV), 109° (HFOV), 74.4° (VFOV)

Adjustable Angle +/- 15° (V)

Focus Mode Fixed Focus

Output Format MPJG; YUY2; H.264

Focus Distance 3.28 ft. (1m)

Sensor Sony IMX577 1/2.3-inch CMOS

Camera Resolution/Frame Rate Maximum 4K@30Hz, 1080p@60Hz

Physical (in.) 18.2 x 3.0 x 3.7

Net (lbs) 2.3

Gross (lbs) 5.6
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